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Do you reside near the coast and are you having problems 
with 'coastal click' and brackets rusting? 

The JVA R&D team has solved one of the worst problems faced by 
home owners in coastal areas. Salt deposits on electric fences can 
lead to arcing and false alarms, not to men�on rus�ng and failure of 
metal fi�ngs. The solu�on is our new range of extruded and 
molded, nylon, polymer (NP) brackets. 

The new JVA Nylon Polymer, Moulded Wall-Top Brackets with their 
patented moun�ng brackets solve these problems and give you 
mul�ple installa�on op�ons for coastal wall-top fencing. The new 
JVA nylon polymer wall-top brackets are available in 6-, 7-, 8- and 
10-line op�ons and can even, if need be, have addi�onal lines 
added at 50mm spacings to increase security. 

Purchased in sufficient quan��es, they can also be colour coded to 
match the wall. The range also has a 6-wire T-post with a�achments 
for earth wires under each live wire. 

Available ex-stock in black (6-,7-,8- and 10-line spacings).

The state-of-the-art extruded profile brackets can be used to 
reinforce palisade and are ideal for matching and reinforcing 
modern, welded mesh, Clear-vu type fencing. The insulators clip 
into place easily and can be used with a variety of wiring 
configura�ons.

The Profile Brackets can be purchased as corners or intermediates 
and are available in 60cm, 90cm, 120cm, 150cm, 180cm, 210cm, 
240cm and 300cm lengths.
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1. Components
The JVA NP Wall-Top Bracket is a robust, nylon polymer (NP), moulded electric fence wall-top bracket designed to withstand the elements 
and to overcome the shortcomings of metal brackets. Innovative variations of design of the bracket enable it to be mounted in a variety of 
configurations – angled, vertical or horizontal.

All forms of the nylon polymer's wall-top bracket comprise of two components, the bracket arm and the arm's mounting bracket. The two 
clipped together form a JVA NP Wall-Top bracket.

1.1 The Bracket Arm
The arm is that portion of the bracket that supports the electric fence wires. The arms are available in two formats. One design can be 
used for vertical or horizontal fencing and another design is for angled fencing.

Both these arm designs come in a variety of lengths enabling them to support electric, wall-top fence wires ranging from six to ten 
strands.

1.2 JVA  Arm Mounting Brackets
There are three designs of mounting brackets. One of these designs enables one to mount the bracket arms on top of or in front of a wall, 

another is for mounting on the rear of a wall and the third bracket is designed to fit onto the frame of a gate.

JVA NP Bracket Arm

Bobbins

Click-on Slide

Spacing

Bracket
Eyelet

Support fence wires

Attaches the arm 
to support bracket

100mm
50mm

Cavity into which Stay Adaptor fits (See Stay Adaptor below)
 Allows for crossed wires beneath main wires
Additional wires can be fed through if 50mm spacing required

Rear Mounting Bracket

Mounting Brackets

Front Mounting Bracket Tube Mounting Bracket

1.3 JVA Stay Adaptor
The Stay Adaptor eyelet probe connects a steel stay to the JVA 

NP Wall-Top Bracket Arm. The Stay Adaptor is fitted over the 

round end of a steel stay and the eyelet probe is inserted into 

any suitable eyelet of the bracket arm. The flattened end of the 

stay is attached to the wall ensuring stable support for a corner 

or strain bracket.

Eyelet Probe

Cavity for steel stay
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2. JVA NP Wall-Top Bracket Range with codes

2.1 Angled Brackets 2.2 Vertical Brackets

2.3 Horizontal Brackets

10 Strand
(PMW 10) 9 Strand

(X106PLJVA)

8 Strand
(PMW 8) 7 Strand

(X105PLJVA)

6 Strand
(PMW 6) 5 Strand

(X101PLJVA)

7 Strand
(PMW 7) 6 Strand

(X103PLJVA)

10 Strand
(X116PLJVA)

(X115PLJVA)

(X114PLJVA)

(X107PLJVA)

8 Strand

7 Strand

6 Strand

XPLMB-L

XPLMB-S
Y101-PLJVA

2.4 Mounting Brackets and Accessories

Stay 
Adaptor Lug

Y101

ST1
ST3

60mm and 
700mm Stays

Rear Mounting 
Bracket

Front Mounting 
Bracket

Tube Mounting 
Bracket
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3. JVA NP Wall-Top Bracket Installation
3.1 Installing the Mounting Brackets and Arms
All JVA NP Wall-Top brackets have the same mounting sequence.

Firstly, attach the chosen Mounting Bracket to the wall surface, be it a Rear Mounting Bracket for an angled fence or a Front Mounting 
Bracket for a vertical or a horizontal wall-top fence.

Next slot the Arm into the bracket until a 'click' is heard indicating that the bracket is securely fixed in place.

A *click*
indicates the 
arm is secure in 
the bracket.

1. 2. 3.

3.2 Installing Angled Bracket Fencing

Reverse Mount Bracket

Small Bracket

Small Bracket Angled Arm

+

+

+

Option 1
Mounted on the inside of a wall 
using the reverse mount bracket.

Option 2
Mounted vertically on the outside 
of a wall using the small bracket.

Option 3
Mounted on the outside of a 
wall using the small bracket.
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3.3.Vertical Fencing
Vertical Brackets are used on top of walls to raise the wall height (See Option 1)

Note: Horizontal Brackets can also be used for reinforcing vertical surfaces i.e. the inside of slatted concrete walling or palisade fencing. 

(See Option 2 below)

Small Bracket

Horizontal Arm

+

Wire

Stay Connector

Small Bracket

A secondary set of wires can be threaded 
through the eyelets so that, if a blanket is 
thrown over the fence to gain entry, the 
fence will be shorted and the alarm 
triggered.

Mounted through the 
eyelet to secure onto 
wall

Used for the horizontal arm.
Mounted onto the top wall

Option 1
Vertical Wall-top using Vertical 
Bracket

Option 2
Reinforcing a wall or palisade with 
Horizontal Bracket

It is recommended that 6-line brackets be used to even the tension on the wires. 
Multiple brackets can be used.

3.4 Horizontal Fencing
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4. Gate Protection using NP Brackets

The Tube Mounting Bracket, fitted with a Vertical Bracket Arm, is designed to fit onto a square tube gate frame providing support for electric 
wires across the top of a gate and thereby including the gate into the perimeter security electric fence circuit.

Stay Connector Tube Mounting Bracket
Mounted through the eyelet to 
secure onto wall

Lip to secure bracket in the 
correct position

Gate Top BracketVertical Arm

+
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5. Nylon Polymer Profile Brackets
These state-of-the art extruded profile brackets can be used to reinforce palisade and are ideal for matching and reinforcing modern welded 
mesh Clear-vu type fencing. The insulators clip easily into place and can be used with a variety of wiring configurations.

JVA Extruded Profile Standards

JVA EPX Intermediate Profile
This bracket can be used as an intermediate post with the N902 
Intermediate Insulator and N908 Pin fitted. It can also be used as a 
straining post in conjunction with N902S Strain Insulators and N908 
Pins. When used as a strain post, it is recommended that the post be 
reinforced with one meter lengths of 10mm 304 grade, stainless steel, 
round bar inserts to strengthen the post further when under tension. 
Available in: 4,6,8,10,18,21,24 and 30 wire spacings.

JVA EPX Corner 90° Profile
This bracket, used in conjunction with the N902 Corner Strain Insulator, 
is the ideal straining point for the inside of a 90° corner of a conventional, 
square-tube fence post. 
The post can be further reinforced with 1mx10mm lengths of 304 grade, 
stainless steel rod.
Available in: 4,6,8,10,18,21,24 and 30 wire spacings.

 ALP4 – ALP30 ALP4C – ALP30C

N902

N902S

N908 Strain Hook

10mm 304 SS
Reinforced Rod

ALP4C
Corner Bracket

N902S
Profile Strain
Insulator

Straining Point

N796
Strain Hook

N785
Mini Tweaker
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Free-Standing Fence Wire Tensioners

Maxi Tweaker 
(Strong, nylon quad securing 

tensioner 1.6mm - 2.2mm wire)

Midi Tweaker
(Nylon flush-mount

for walls and square tube)

(1.6mm - 2.24mm wire)

Wall-Top Tensioners

N786
N795

Tweaker Tool
(Nylon multi-tool)

N789

Security Spring 

(304 stainless steel (304 stainless steel

and nylon) and nylon)
(304 stainless steel)

Compression Nylon Spring JVA Mini Nylon Tweaker 

(Ideal for coastal 

installations)

N791B

N784

N785

N769

N769QR

Mini Tweaker Combo

N794

less steel)

Mini Tweaker S-Hook 

(3mm 304 stain-

N790

Intermediate Post

ALP4 Profile 

N902
Intermediate Insulator

N908 Pin

Strain Hook

N796

Fencing Wire

 

N735
1.2m - 135m/Kg

Braided Wire
High tensile, low resistance

Available in 1.2mm, 1.5mm and
2mm galvanized, 

stainless steel or aluminium

Grades 1 mm – 157m/kg 

N736

Stainless Steel Wire
Available in 1mm to 3mm

in 304 and 316 grades
1mm — 157m/kg

N751 - 1.65mm x 1000m
N752 - 2mm x 1000m

N753 - 1.2mm x 2000m

Aluminium Wire
Low resistance

Available in 1 000m rolls in 
1.6mm, 2.0mm and 2.5mm



Although the information presented in this product catalogue is believed to be accurate and reliable, no responsibility for inaccuracies can be assumed
by Ndlovu Fencing. Performance data is typical only and variations owing to component manufacturing tolerances are normal.

e-mail:     Gauteng – efc@stafix.co.za

                 KZN – ndlovu@stafix.co.za
Postal      PO Box 13898
Address: Cascades 3202
Website:  www.stafix.co.za
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BRANCH DETAILS

Bethlehem
Shop 8 & 9, River Walk Centre
4 Muller Street
Tel: 058 050 1090

Nelspruit
Unit 4, 20 Rapid Street
Riverside Industrial Park
Tel:  013 752 7152

North Rand (Kya Sand)
174 Bernie Street
Kya Sand, Randburg
Tel:  011 708 6442

Bloemfontein
18 Kolbe Lane
Oranjesig
Tel:  051 448 6695

Cape Town 
Unit 15, Viking Business Park
7B Park Road, Epping Industria
Tel:  021 534 5056

East London
Shop 8 & 9, Paphos Park
9 Devereaux Avenue 
Tel:  043 726 6652/60

George
Shop 3, 
57 York Road
Tel: 044 874 0669

Paarl
Shop 2, Huguenot Park
Cnr.Klein Drakenstein Road
Tel:  021 862 0886 

Centurion 
74 Cantonments Road
Cnr. Botha Ave, Lyttelton
Tel:  012 880 0222

Kimberley
29A Schmidtsdrift Road
Rhodesdene
Tel:  053 861 5631

Potchefstroom
Havenga Building
35 Dr. James Moroka Avenue
Tel:  018 297 1488

Rustenburg
Shop 8, Waterfall Mall
1 Howick Avenue
Tel:  014 537 2884

Pretoria
1185 Steve Biko Road
Wonderboom South
Tel:  012 335 4290

Somerset West
Shop 1, Broadway Centre
11 Urtel Crescent
Tel:  021 851 1978

Vanderbijlpark
Manufacturing
18 Fairbank Street
Tel:  082 783 8449

West Rand (Roodepoort)
599 Ontdekkers Road
Florida, Roodepoort
Tel:  011 472 8823

Stafix Training Centre 
80 Herman Road
Harmelia, Ext.2, 
Tel:  011 472 8823

Upington 
Unit 2B, Updustria Bus. Park
Soutpan Street 
Tel:  054 332 1458

Vryheid
Unit F, 153 President Street
Cnr. Hlobane Street
Tel:  034 981 0318

Vanderbijlpark
5 Prime Business Park
6 Rabie Street
Tel:  016 931 0408

Durban North
Unit B, 
213 Kenneth Kaunda Road
Tel: 031 563 0274

Klerksdorp
72 Central Avenue
Flamwood
Tel: 018 468 8273

East Rand (Jet Park)
219 Jet Park Road
Aerostar Business Park
Tel:  011 397 3507

Polokwane
9 Suez Street
Nirvana
Tel:  015 292 6273

Pietermaritzburg 
51 Winston Road
Tel:  033 342 6722/27

Pinetown
Unit 1, Suffert Industria Park
7 Suffert Street
Tel:  031 702 6351

Port Elizabeth
No 35 Third Avenue
Newton Park
Tel:  041 365 7178/9


